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I Operation Instructions

Thank you for purchasing the PT3270Q monitor. Please read this guide thoroughly before 

installation. 

FCC RADIO FREQUENCY INTERFERENCE STATEMENT 

WARNING: (FOR FCC CERTIFIED MODELS) 

This LED LCD Monitor has been tested and found compliant with the limits for a Class B 

digital device, pursuant to part 15 of the FCC Rules. These limits are designed to provide 

proper protection against harmful interference to a residential installation. This Touch LED 

LCD Monitor generates, uses, and can radiate radio frequency energy. Harmful interference 

to radio communication may be the result if it's not properly installed and used. However, 

there is no guarantee that interference will not occur in a particular installation. If this Touch 

LED LCD Monitor does cause serious interference to radio or television reception, resetting 

may correct it. Moreover, users are encouraged to reduce interference by doing one or more 

of the following: 

• Reorient or relocate the receiving antenna.

• Move the Touch LED LCD Monitor and the receiver further away from each other.

• Connect the Touch LED LCD Monitor into an outlet on a circuit different from that to which the

receiver is connected.

• Consult your local dealer or a qualified technician.

FCC Warning: 

To assure a continued FCC compliance, a user must use a grounded power supply cord and 

the provided shielded video interface cable with bonded ferrite cores. Also, any unauthorized 

changes or modifications to this Touch LED LCD Monitor would void the user's authority to 

operate this device. 

Note: If necessary, shielded interface cables and AC power cord must be used to meet the 

emission level limits. 

Shielded cables must be used with this unit to ensure compliance with the Class B FCC 

limits. 

亶According toWEEE regulation, thisTouch LED LCD Monitor can't be handled as normal trash in Europe 

l when it is out of usage. Please refer to the recycle information on Planar's website to handle it.

- For more information on how to recycle your product, please visit �reen/



COMMUNIQUE D'AVERTISSEMENT DE LA FCC CONCERNANT LES INTERFERENCE DE 

FREQUENCE RADIO: (SEULEMENT POUR MODELES CERTIFIE PAR LA FCC) 

Ce moniteur a ete teste et a ete trouve conforme aux limites pour un appareil numerique de 

Class B, suivant la partie 15 des reglements de la FCC. Ces limites ont ete developpees 

pour offrir une protection satisfaisante contre les interferences nuisibles dans une installation 

residentielle. Ce moniteur genere, utilise et peut radier de l'energie de frequence radio. Ceci 

peut causer des interferences nuisibles a des communication radio si I' appareil n' est pas 

convenablement installs et utilitse. II n'y a neanmoins aucune garantie que des interferences 

n'apparaitront pas dans une installation particuliere. Si ce moniteur cause de serieuses 

interferences a la reception de signaux radios ou televisees, une possibilite est de 

reinitialiser le moniteur. Les usagers sont aussi encourages a corriger les interferences en 

appliquant une ou plusieurs des demarches suivantes: 

• Reorientez ou deplacez l'antenne de reception.

• Placez le moniteur et le recepteur plus loin l'un de l'autre.

• Connectez le moniteur a une prise differente de celle a laquelle le recepteur est

connecte.

• Consultez votre revendeur local ou un technicien qualifie.

Avertissement de la FCC: 

Pour assurez une conformite continue au reglements de la FCC, l'utilisateur doit utiliser un 

cordon d'alimentation mis a terre et le cable d'interface video protege avec noyaux en ferrite, 

fourni avec l'appareil. Chaque modification ou changement non-autorise applique a ce 

moniteur peut faire perdre a l'utilisateur sont droit d'operation de cet appareil. 

Note: Si necessaire, des cables d'interface proteges et un cordon d'alimentation alternante 

doivent etre utilise pour etre conforme aux limites d'emission. 

Des cables blindes doivent etre utilises avec cet appareil pour assurer la conformite aux 
limites FCC Class B. 
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I Package Overview 

TOUCH LED LCD MONITOR 

DP Cable TYPE-C to TYPE-C Cable 

USB-A to TYPE-C Cable 

Power Cord 

User's Guide 
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HDMI ®     Cable









I Basic Operation

Before using the TOUCH LED LCD MONITOR: 
• Connect external equipment properly.
• Insert the power plug, and the power LED indicator will light orange.

Power On/Off 
To turn the Touch LED LCD Monitor on/off: 
Press� button on the back. The power LED indicator light will be blue when the Touch LED 
LCD Monitor is on. 

Using the OSD Menu 
Use OSD menus to adjust settings by using the menu button on the front of the Touch LED 
LCD Monitor. 
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Displays main menu 
Exits from OSD menu 

▼ 
Select the desired item when in OSD menu 
When not in OSD menu, directly enters Brightness Menu 

▲
Select the desired item when in OSD menu 
When not in OSD menu, directly enters Blue Light Reducer Menu 

Enter in OSD Menu
Selects HDMI, DP or USB-C

















I Supporting Timing Modes 

STANDARD RESOLUTION 

VGA 640 x 480 @ 60Hz 

MAC 640 x 480 @ 67Hz 

VESA 800 x 600 @ 56Hz 

VESA 800 x 600 @ 60Hz 

VESA 800 x 600 (@ 72Hz 

VESA 800 x 600 @ 75Hz 

MAC 832 x 624 @ 75Hz 

VESA 1024 x 768 @ 60Hz 

VESA 1024 x 768 @ 70Hz 

VESA 1024 x 768 @ 75Hz 

VESA 1280 x 720 (@ 60Hz 

VESA 1280 x 800 @ 60Hz 

VESA 1280 x 1024 (@ 60Hz 

VESA 1280 x 1024@ 75Hz 

VESA 1440 x 900 @ 60Hz 

VESA 1440 x 900 (@ 75Hz 

VESA 1680 x 1050@ 60Hz 

VESA 1920 X 1080@ 60Hz 

VESA 2560 X 1440 @ 60Hz 

Note: 

HDMI supports 480p, 576p, 720p, and 1080p.
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